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	Untitled

	Equipment Specs: SwapLoader 240 - Hooklift24,000 pounds lifting and dumping capacity with the gross weight evenly distributed on the body.53 degree dump angleAdjustable jib 53-7/8” Fixed or 61-3/4” hook height (OPTIONAL)Sub frame mounted bodies supported with a pair of 6-1/4” diameter outside flanged rollers at the rear of the hoist and be adjustable to accommodate bodies with outside sub frame railwidths of 40-1/2” or 41-5/8”.Optimum Body Lengths - 14' - 16'Container Variable System Option - 12' - 18'Dual Lift/Dump CylindersSlide Through Rear Body LocksSliding Jib designLow Pressure HydraulicsDual Integral Counterbalance ValvesHoist MainframeGrease Zerks & Bronze BushingsNylatron Slide PadsJib lock-out valve4 Year limited Manufacturer's Warranty
	Year: 
	Caption 1 ie Load Chart: 
	Caption 2 ie Weight Distribution: DC2023 - Tarp System
	Reset: 
	Print: 
	Save As: 
	Signature Date: 
	Upfitting Specs 1: PTO, Pump, Hydraulic lines and fittings installed1/2" Welded Pintle Plate 15t with choice of 6 or 7 pin trailer plugMudflap and Poly fendor kitOptions:DC203 Rollrite Tarp system, 22' Tarp InstallSwaploader bin, 14 yard, 14' 
	Chassis Specs 1: Recommended CA: 144″GVW Range: 25,000 lb – 35,000 lb
	Chassis Specs 2: Required Clear Frame (useable) Rail: 184″Chassis Frame Height: Up to 43″
	Customer: 
	Address: 
	Email: 
	Phone: 
	Quote #: 
	Quote Date: February 15, 2024
	Quote Valid for: [30 Days]
	Subtotal: 
	Freight: 0
	Taxes: 
	Total: 0
	FOB: 
	Terms: Freight and additional bodies are extra
	Image 1: 
	Image 2: 
	Image 3: 
	Image 5: 
	Image 6: 
	Image 7: 
	Image 4: 
	Equipment Logo 1: 
	Equipment Logo 2: 
	Make: 
	Model: 
	Additional Notes: To learn more about SwapLoader please visit  SwapLoader.com for more informationContact for more information:sales@driveproducts.comor Drive Products RepresentativeInsert TM contact information


